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Abstract

Distributed Temperature Sensing (DTS) is a fiber-optical method enabling simultane-
ous temperature measurements over long distances. Electrical resistance heating of
the metallic components of the fiber-optic cable provides information on the thermal
characteristics of the cable’s environment, providing valuable insight into processes5

occurring in the surrounding medium, such as groundwater-surface water interactions,
dam stability or soil moisture. Until now, heated applications required direct handling
of the DTS instrument by a researcher, rendering long-term investigations in remote
areas impractical due to the often difficult and time-consuming access to the field site.
Remote-control and automation of the DTS instrument and heating processes, how-10

ever, resolve the issue with difficult access. The data can also be remotely accessed
and stored on a central database. The power supply can be grid-independent, although
significant infrastructure investment is required here due to high power consumption
during heated applications. Solar energy must be sufficient even in worst case scenar-
ios, e.g. during long periods of intense cloud cover, to prevent system failure due to15

energy shortage. In combination with storage batteries and a low heating frequency,
e.g. once per day or once per week (depending on the season and the solar radiation
on site), issues of high power consumption may be resolved. Safety regulations dic-
tate adequate shielding and ground-fault protection, to safeguard animals and humans
from electricity and laser sources. In this paper the autonomous DTS system is pre-20

sented to allow research with heated applications of DTS in remote areas for long-term
investigations of temperature distributions in the environment.

1 Introduction

Temperature measurements have been recognized to be a powerful tool in natu-
ral sciences (Leap, 2006; Schneider, 1962). They may be employed to investigate25

hydrologic systems (Selker et al., 2006a), stream dynamics (Selker et al., 2006b),
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groundwater-surface water interactions (Slater et al., 2010), atmospheric sciences
(Keller et al., 2011; Thomas et al., 2012) or soil moisture (Sayde et al., 2010; Steele-
Dunne et al., 2010; Striegl and Loheide, 2012). Fiber optic temperature measurements
may also be used in engineering, e.g. for the detection of illicit sewage connections
(Hoes et al., 2009), hot spot identification in power cables (Yilmaz and Karlik, 2006) or5

the investigation of dam stability (Wang et al., 2010).
There are several ways to investigate temperature distribution patterns, the most

common being locally logged temperature probes (Anderson, 2005; Schmidt et al.,
2006; Gardner et al., 2011). While these devices provide accurate point measurements
of temperature, they have several disadvantages when utilized in the monitoring of10

extended areas, i.e. when more than 10 data loggers are in use: (i) data collection is
very time consuming, as each data logger has to be manually retrieved, (ii) each data
logger provides one individual data set, leading to a multitude of records, and (iii) data
handling is relatively time consuming as data sets have to be combined prior to data
analysis; (iv) sensor calibration is only possible at the start and end of installations, thus15

mid-installation data are subject to possible sensor drift. Additionally, the acquisition of
large numbers of data loggers is quite costly.

Alternatively, Distributed Temperature Sensing, or DTS, measures temperature along
a fiber-optic cable, thereby allowing (i) the simultaneous collection of temperature
data, (ii) over long distances, with (iii) an excellent temperature resolution of ±0.01 ◦C20

(e.g. Selker et al., 2006a).
DTS is a fiber-optical method for temperature determination along a fiber-optic cable

connected to a DTS instrument. The fiber-optic cables utilized in environmental appli-
cations usually consist of one or several protected glass fibers. The required protec-
tion depends greatly on the environment of installation; however when crushing risks25

are present this often includes metal armoring, and almost always an outer protective
plastic sheath for protection against water, corrosion, and electrical isolation. The DTS
instrument’s main components are (i) a laser and (ii) a detector. During a tempera-
ture measurement a laser pulse is sent into the fiber-optic cable; the photons of the
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laser pulse are backscattered within the glass fiber and analyzed (i) for their energy
and (ii) time of arrival. The energy of the photons indicates their backscatter history:
no loss of energy indicates elastic backscattering of the photons, whereas loss or gain
in energy indicates inelastic backscattering (Smith et al., 2007). In Raman DTS tem-
perature measurements the ratio of the number of inelastically backscattered photons5

with energy above and below the injected light is applied to calculate the temperature
of the fiber-optic cable, as the backscatter intensity largely depends on the vibrational
level of the interacting molecule (Smith et al., 2007) and therefore on the temperature
of the silica glass in the glass fiber of the fiber-optic cable. The DTS therefore mea-
sures the temperature of the surroundings by determining the temperature of the glass10

fiber. Here it is assumed that the fiber-optic cable is in thermal equilibrium with the
surrounding medium. The resolution of the time of arrival of the photons by the de-
tector allows the allocation of the measured temperature to a specific section of the
fiber-optic cable. Temperature measurements with the DTS are spatial averages rather
than point measurements, as the temperature reported at point x is actually the in-15

tegration of all photons being backscattered in the section of cable about the point x
within a distance defined as the instrument resolution. Currently available commercial
DTS systems have resolutions of between 0.3 and 4.0 m. Nonetheless, the tempera-
ture distribution along the whole length of the fiber-optic cable can be determined in
a single measurement, thereby replacing a large number of data loggers. This shows20

the practicality of DTS for temperature monitoring over long distances and thus large
areas.

DTS is most often employed in passive mode, i.e. the unaltered ambient temperature
is determined along the fiber-optic cable. The DTS may also be used in an active mode,
in which the response to injection of heat is studied, for instance following thermal25

resistance heating of the metal armor surrounding the fiber-optic cable. This provides
additional information, not only on (i) the background temperature of the fiber-optic
cable prior to its heating, but on (ii) its heating and cooling behavior, which again reflects
the conditions in the environment of the fiber-optic cable. So far, this technique has
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been used to investigate dam stability (Etzer et al., 2012), soil moisture (Sayde et al.,
2010), and hyporheic zone processes (unpublished data).

The heating of the fiber-optic cable usually has to be directly handled by an opera-
tor, rendering it impractical for long-term measurements, particularly in remote areas.
In remote settings, e.g. mountainous regions, which might be difficult to access and5

without power infrastructure, long-term active, heated DTS applications have previ-
ously been difficult to implement due to the time consuming data collection. However,
as seen in the previous paragraph, there are numerous applications for active DTS in
these areas, particularly in the environmental sciences. An autonomous DTS system,
i.e. a DTS system for heated applications that is independent of a direct operator, is10

therefore required to enable research in interesting remote areas.
The autonomous DTS system consists of various components that enable remote

access to the DTS, collection of the temperature data and control of the heating of
the fiber-optic cable. These components are (i) a computer, (ii) a control box for the
automated heating of the fiber-optic cable, and (iii) a remote connection, such as a15

3G modem or wireless connection. Another, optional, feature is a grid-independent
power supply, such as solar panels or wind generators. However, there are several
issues with the development of an autonomous DTS system depending on the DTS
type and measurement location: (a) the remote control of the DTS has to be compatible
with the DTS instrument and the heating control box, safe and stable, and available20

in undeveloped or remote areas without internet or mobile phone connection; (b) the
power consumption of the heating of the fiber-optic cable can be high, depending on the
material and the length of the fiber-optic cable, which are difficult to provide with grid-
independent power supplies; (c) the high voltage of the heating might be dangerous
to animals, particularly rodents, and humans; and (d) the power connections to the25

fiber-optic cable have to be safe, i.e. the fiber-optic cable has to be of a specific type to
enable standard electrical connections.
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This paper provides guidance on how to upgrade a standard DTS to an autonomous
DTS system, enabling long-term passive and active heated DTS temperature mea-
surements in remote areas without a direct operator.

2 Instrumental set-up

2.1 System components5

The autonomous DTS system consists of various building blocks: (i) the passive DTS
set-up, (ii) components for the active, heated, employment of the DTS, and (iii) the
control/communication components. The separate components for each of the afore-
mentioned three building blocks will be described in more detail in the subsections
below.10

2.1.1 Passive DTS components

The basic components required for the passive employment of the DTS instrument are
(i) the DTS instrument, (ii) a computer for data storage and DTS operation, (iii) a fiber-
optic cable, and (iv) water baths as temperature references, required for the calibration
of the DTS instrument.15

The DTS instrument and the fiber-optic cable are the two most important compo-
nents of any autonomous DTS system. Prior to purchase of a DTS instrument there
are a number of things to be considered: (i) the type and (ii) location of the experiment,
(iii) the data resolution, particularly with regard to spatial, temporal and temperature
resolution, and (iv) the data format. The type and location of the experiment define the20

demand on the DTS instrument, such as long-term or short-term, indoor or outdoor
experiments, extremely high or low temperatures, very dry or humid climates, corro-
sive environments, occurrence of rock slides or avalanches, and other conditions that
might damage the instrument. Several manufacturers offer instruments for temperature
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ranges of −40 ◦C to +65 ◦C and provide steel enclosures for the instruments, to al-
low for installation without further environmental protection. The DTS instruments differ
in many important regards, amongst others, in (i) the intensity and pulse-length of the
laser, (ii) the sensitivity, signal-to-noise, and temporal resolution of the detector system,
(iii) the wavelength of the laser, and (iv) the data storage capabilities and interpretation5

software. Hence, the temperature and spatial resolution, as well as the signal to noise
ratio, and therefore the data quality, of the various DTS instruments differ considerably
(e.g. each by over a factor of 10) and have to be carefully evaluated prior to purchase
of the DTS instrument.

For DTS systems without built-in computer control and data storage, there are a10

number of suitable computers to choose from, ranging from small PCs to notebooks,
the choice depending on the requirements of the experimental set-up. However, the
main point to consider is power consumption and performance reliability, as well as
ruggedness, particularly with regard to climatic conditions. As the data acquisition is
hardware-based, the computational capabilities of the PC are never limiting. A key15

consideration is how the computer responds to a power outage. In remote applications
the ability to program the computer to autonomously reboot to a fully functioning data
collection state is essential. In order to connect to the network, either a mobile network
modem (GPRS/3G/UMTS/LTE) or a Wi-Fi card is required according to the scenario.
We have found many integrated options for this, but a USB solution is also possible.20

As mentioned above, the fiber-optic cable is one of the most important components
of any autonomous DTS system. It has to be responsive enough to rapidly resolve
minute changes in temperature yet strong enough to withstand tensile stress and strain,
crushing and bending, as well as solar radiation and environmental stresses, such
as corrosive fluids or extreme temperatures. Additionally, for active deployments the25

fiber-optic cable must have metal components to enable thermal resistance heating via
application of electrical currents. The voltage may be applied either across the steel
armor or across supplementary copper wires (Freifeld et al., 2008; Sayde et al., 2010).
Heating of the fiber-optic cable via the steel armor is suitable for short fiber-optic cable
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sections up to 250 m, whereas heating via copper wires is suitable for longer fiber-optic
cable sections. The copper wires may be either (i) directly integrated in the steel armor
or (ii) wound separately around the central glass fiber core. The first type of fiber-optic
cable is highly stress and crush resistant, but more difficult to electronically connect to
the power source, while the second type of fiber-optic cable can be easily and safely5

connected like any other electrical cable, but may be prone to microbending issues due
to the copper wires pressing on the central glass fiber core, particularly when buried in
coarse sediment (unpublished data).

In general, the temperature change in the fiber-optic cable largely depends on the
material and the length of its metal armor. It may be estimated by calculating the elec-10

trical resistance R (Eq. 1) and, with Joule’s heating law, the power P (Eq. 2) applied to
the metal armor of the fiber-optic cable in dependence of the power source:

R = ρ (l/A). (1)

Thereby, R is the electrical resistance in Ohm [Ω], ρ the electrical resistivity in [Ωm],
l the length of the conducting medium in [m], and A the diameter of the conduct-15

ing medium in [m2] (Griffiths, 2008). The electrical resistivity ρ of austenitic stainless
steel is 8.11×10−7 Ωm at 26.85 ◦C (Hust and Giarratano, 1975); copper has a ρ of
1.68×10−8 Ωm at 20 ◦C (Griffiths, 2008). The power delivered by a heating system is
given by

P = V 2/R (2)20

where P is the power in Watts [W] and V is the voltage in Volt [V].
Given these formulas it is possible to calculate the power applied to the conducting

medium as a function of the cable design and operating conditions and therefore get
an estimate of the thermal energy delivery to the armor of the fiber-optic cable.

The application of these relationships can be seen by considering several typical25

scenarios: (i) a cable length of 50 m, with a diameter of 1 mm2 of copper strands, a ρ
of 1.68×10−8 Ωm and a voltage of 230 V; (ii) the same scenario, but with a voltage of
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24 V; (iii) and (iv) the same scenarios, but with a cable length of 500 m; (v) to (viii) as in
scenarios (i) to (iv), but with an austenitic stainless steel armor instead of copper wires.
The results are shown in Table 1.

In summary we see that heat delivery, per meter, increases with the square of applied
voltage, and decreases with the square of cable length (since total power delivered in-5

creases linearly, as does the number of meters over which that energy is divided).
Thus short fiber-optic cables with a copper armor can be heated at low voltage, and
long cables with a stainless steel armor require very high voltage. Previous tests at
the River Thur in Switzerland have shown that a 1500 m copper strand with a total
cross-section of 0.85 mm2 wrapped around a 250 m long fiber-optic cable reached a10

maximum change in temperature of around 3 K (Kelvin) in flowing water when heated
for 15 min at 230 V. However, this degree of heating would differ according to the diam-
eter of the fiber-optic cable and the thermal heat capacity of the cable and surrounding
material, and if flowing water was present. Hence, pre-tests regarding the heating be-
havior must be performed prior to the field installation to evaluate the heating behavior15

in the surrounding medium, e.g. water, soil, gravel etc. In general, the fiber-optic cable
should not be kept in loops or on cable drums during heated applications, as this might
cause overheating of the metal armor of the cable, leading to cable damage and poten-
tially cable fires. In order to evade this risk only small sections of the fiber-optic cable
may be heated. This would exclude sections particularly vulnerable to heating, such20

as cable sections kept on a cable drum or in tight loops. For safety reasons, an au-
tonomous DTS system should have an alarm that automatically switches off the power,
and thereby stops heating of the fiber-optic cable, when temperatures reach a critical
level, e.g. the 85 ◦C which outdoor cables typically resist whilst in continuous operation.

The DTS has to be carefully calibrated in order to acquire reliable temperature data25

(e.g. Hausner et al., 2011; van de Giesen et al., 2012). The instrument is calibrated
prior to the measurement, but always requires post-measurement re-calibration to ob-
tain the highest precision data. In both cases well-mixed insulated water baths are
required as reference sections in which the temperature of the fiber-optic cable can
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be assumed to be constant over the period of calibration data collection (typically
<15 min). One calibration bath can be constructed from wetted ice, though care must
be taken that the ice fully envelopes the test section, as otherwise the average temper-
ature cannot be guaranteed to be 0 ◦C. It can be logistically infeasible to use ice in the
field, so instead two continuously mixed water baths at different temperatures may be5

used, e.g. one water bath may be filled with river water, the other water bath may be
filled with river water and a small heating device such as used in fish ponds to prevent
freezing over in winter. Reference baths must be equipped with additional temperature
probes, so that the actual water temperature is known and can be used to calibrate
the temperature of the fiber-optic cable section in the respective water baths. Some10

DTS systems are provided with external temperature probes, however these are not
considered to be as precise or reliable as required for such applications. It is advisable
to use two water baths at each end of the fiber-optic cable, warmer and colder than
the monitored temperatures, so as to avoid error in temperature measurements due
to a decrease in signal quality as caused by increasing loss of light over the whole15

length of the fiber-optic cable. General guidance on instrument calibration is given by
Hausner et al. (2011) for single-ended installations and van de Giesen et al. (2012) for
double-ended installations.

2.1.2 Active DTS components

The two components required for an active employment of the DTS instrument in an20

autonomous system are (i) a control box for the automated heating of the fiber-optic
cable, and (ii) a grid-independent power supply.

The main features of the control box are (i) a time switch (here in form of a relay board
and a relay) that automatically controls the electrical current, and thus the heating of
the fiber-optic cable, and (ii) a digital multimeter to record the actual current flowing25

through the metal armor of the fiber-optic cable, so as to be able to correlate heating
behavior and voltage applied. Both time switch and digital multimeter are controlled via
the PC. Another important feature of the control box is a ground-fault circuit interrupter,
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also known as residual-current device, which switches off the current in case there is a
difference in current between the energized conductor and the return neutral conduc-
tor, e.g. caused by a person accidentally touching the energized part of the conductor.
In the control box the ground-fault circuit interrupter has to be placed between the relay
and the metal armor of the fiber-optic cable (Fig. 1). A potential issue with the ground-5

fault circuit interrupter is the leakage of electricity through the fiber-optic cable’s insula-
tion, which might cause the ground-fault circuit interrupter to trip. Although an increase
in the tripping current would prevent tripping of the ground-fault circuit interrupter, it
would also increase the risk of harmful electrical shocks. Therefore, individual solu-
tions have to be found to trade between security and scientific aim. Additionally, fuses10

have to be installed to protect the equipment from overcurrent or short-circuit condi-
tions. The other features in the control box are AC/DC converters altering the provided
voltage into the voltage required by the consumer loads; a transducer converting the
current into a voltage to enable the digital multimeter to read the actual current flown
through the metal armor of the fiber-optic cable; a relay board enabling the switching15

function of the PC; and a relay to actually switch the current on and off. Nb. the system
is shown for a 230 V power supply. In the case where a grid-independent power supply
is used with a lower voltage, power converters have to be installed.

Powering the autonomous DTS system in remote areas may well be an issue, as
power lines might not run in close vicinity or might not be accessible. Hence, the au-20

tonomous DTS system should be powered by grid-independent power supplies, such
as solar panels or wind and water turbines. As mentioned in the previous section,
ground-fault circuit interrupters have to be placed in between the power source, e.g. the
battery of the solar panels, and the consumer loads, e.g. the control box, the DTS or
the PC, to prevent accidental electrocution.25

The energy demand for the heated cable method presents a critical challenge for
remote off-grid powered operations. Typical heating rates for DTS methods (Striegl and
Loheide II, 2012; Sayde et al., 2010; Freifeld et al., 2008) have employed 3–20.5 W m−1.
Earlier tests with 1500 m copper strands wrapped around a 250 m long fiber-optic cable
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at the River Thur in Switzerland indicated a power consumption of 869 W at 230 V
(0.58 W m−1). This was sufficient to generate a maximum temperature change of 3 K
in the metal armor of the fiber-optic cable section surrounded by water following a 15
minute heat pulse (unpublished data). This power demand is difficult to supply in a
remote field site without access to the power grid. Hence, the fiber-optic cable has to5

be heated at a higher voltage, but for shorter sequences. Currently, the most feasible
options include solar panels or the combination of solar panels and wind generators.

The power supply is highly dependent on the power consumption of (i) the DTS in-
strument, (ii) the additional components, such as the heating control box, the PC and
the time switch, and (iii) the type and length of the fiber-optic cable. The energy de-10

mand may be calculated with Eqs. (1) and (2) provided in Sect. 2.1.1. Generally, at
lower voltage, fiber-optic cables will have to be heated for longer periods to achieve
a measureable change in temperature and might have to be divided into subsections,
e.g. four 200 m-subsections, rather than one 800 m long section. However, as men-
tioned above, this is highly dependent on the type and length of the fiber-optic cable.15

2.1.3 Autonomous DTS system components

The building blocks that finally turn the components described so far into an au-
tonomous DTS system are (i) a device for remote access to the DTS and the control
box via the control PC, and (ii) a script/software to enable automated data transfer to a
central server, from which the data can be accessed from anywhere in the world.20

The DTS will typically be controlled using a low powered Windows embedded PC
with a cellular modem (e.g. 3G). To allow DTS control, the system will typically be
accessed over a Virtual Network Computing (VNC) connection from a remote loca-
tion, such that the native software for the DTS can be used. Data may be retrieved
via File Transfer Protocol (FTP). In order to make the data available to a wide audi-25

ence of collaborators, the authors chose to store and access it using Global Sensor
Network (GSN) middleware (Aberer et al., 2006), which includes web-services and a
web-based query download interface, and interfaces to the Open Support Platform for
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Environmental Research (OSPER). For areas where mobile data coverage is unavail-
able, a stand-alone Wi-Fi access point may be placed in an area with data coverage
and the windows embedded PC hence connected to the Internet over a directional
Wi-Fi link. In many cases, this access point will also need to be grid-independent and
therefore low power. Several options are available, but two options used by the authors5

are a MikroTik router box; or a PC engines mini-PC with MikroTik RouterOS. The use
of RouterOS was chosen to significantly ease programming of the router. A guide can
be found at http://www.swiss-experiment.ch/index.php/SwissEx:Wifi. A directional Wi-
Fi antenna should be used to enable communications. Hereby, greater directionality
provides higher signal gain, and thus enables communications over long distances.10

Good results have been gained by the authors using both 2.4 GHz and 5.7 GHz; how-
ever, 2.4 GHz Wi-Fi allows more flexibility in the hardware used. Wi-Fi cards for the
computer/router at each end and the corresponding antenna type should be chosen
accordingly. This set-up provides direct access to the PC controlling the DTS instru-
ment and the heating control, thus enabling their remote control, as well as access to15

the data collected during passive and active measurement periods.

2.2 System assembly

The building blocks of the Autonomous DTS System will be assembled as follows: all
components, i.e. the DTS instrument, the PC, the modem and the control box, are
connected to the power supply; the PC is connected to the DTS instrument, the mo-20

dem and the control box and the DTS instrument and the control box are connected
to the fiber-optic cable. It is advisable to store the Autonomous DTS System in a lock-
able metal box, to avoid causing harm to humans or animals and reduce the risk of
environmental impacts, such as hail, frost or humidity, damaging the system.
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3 Summary

The upgrade of a passive DTS instrument to an active, autonomous DTS system is
presented. Autonomous DTS systems enable passive and active, heated long-term
temperature measurements over long distances in remote areas without human pres-
ence, which will enable research in interesting, but difficult to reach far-off areas. The5

remarkable features of the autonomous DTS system are (a) that it is remote controlled,
(b) has an automated data transfer, and (c) can be built to be grid-independent. Hence,
the system is truly independent of a direct operator at the field site and can be stationed
in areas that are difficult to access.

There are several components required to upgrade the standard passive DTS to10

an autonomous DTS system. Additional to the passive DTS instrument, consisting of
(i) a DTS instrument, (ii) a PC, (iii) one or more fiber-optic cables, and (iv) several wa-
ter baths as temperature references, the autonomous DTS system is equipped with
(v) a control box for the automated heating of the fiber-optic cable, (vi) a remote con-
nector, such as a 3G modem, and software for automated data transfer, and (vii) a15

grid-independent power supply. The grid-independent power supply is the issue most
difficult to solve, as power consumption of the heated DTS application is rather high and
challenging when exclusively provided with grid-independent power supplies, such as
solar panels.

Acknowledgements. This work was funded by the Competence Center Environment and Sus-20

tainability (CCES) of the ETH domain in the framework of the Restored Corridor Dynamics
(RECORD) project, the follow up project RECORD Catchment, and Swiss Experiment. The au-
thors are grateful to the technical support of Erich Eschmann, Peter Gäumann, Silvio Harndt,
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Table 1. Examples of Heating Parametersa.

Cable Voltage Electrical Power Power/mc

length resistanceb

Scenario (m) (V) (Ω) (W) (W m−1)

Armor material copperd

(i) 50 230 0.8 62 976 (1259.5)
(ii) 50 24 0.8 686 13.7
(iii) 500 230 8.4 6298 12.6
(iv) 500 24 8.4 69 (0.1)

Armor material stainless steele

(v) 50 230 40.6 1305 26.1
(vi) 50 24 40.6 14 (0.28)
(vii) 500 230 405.5 130 (0.26)
(viii) 500 24 405.5 1 (0.003)

a Heating parameters describing heating efficiency of the metal armor in fiber-optic
cables: electrical resistance R, and power P .
b Diameter A of the conducting material is 10−6 m2.
c Power/m should be 100 W m−1 >power/m>0.5 W m−1; values above and below
these thresholds are too high or low for thermal resistance heating, respectively.
d Electrical resistivity of copper ρCu 1.68×10−8 Ωm at 20 ◦C (in: Griffiths, 2008).
e Electrical resistivity of 20 % nickel/16 % chromium austenitic stainless steel ρss

8.11×10−7 Ωm at 26.85 ◦C (in: Hust and Giarratano, 1975).
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Fig. 1. Schematic diagram of the heating control for automated heating of a fiber-optic cable in
the autonomous DTS system. Bold lines represent power connections, dashed lines are data
connections with the PC; the box marked GFCI represents the ground-fault circuit interrupter.
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