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Abstract

We present and discuss on an indigenously developed mobile and portable 3-D scan-
ning lidar system. The system utilizes a stimulated Raman-scattering technique for the
continuous observation of atmospheric aerosols, clouds and trace gases. The system
provides fast scanning technique with a high speed data acquisition, which permits5

the real-time measurement of air pollutant mobility. The temporal resolution of data
retrieval is every one min. The scanning lidar system provides typical horizontal cov-
erage of about 8–10 km when scanning, while the vertical range can be up to 20 km
depending upon the laser power and sky conditions. This versatile lidar system has
also overcome the drawbacks which are popular in the other scanning lidar system10

such as complicated operation; overlapping height between laser beam and telescope
field of view; and damage of optic detectors for long duration measurement by using
an integral coaxial transmitter and receiver. Some of the initial results obtained from
the scanning lidar system are also presented. We have shown that the developed 3-D
scanning lidar system can resolve the boundary layer structure and land-sea breeze15

circulation. Discussion is also made on the application of scanning lidar system to
measure pollutant over industrial areas.

1 Introduction

Aerosols, clouds, and trace gases are among the principal atmospheric variables which
alters the radiative balance of the earth-atmosphere system. Therefore, over the last20

several decades, the atmospheric scientists have shown great interest to character-
ize aerosol, cloud and trace gases to understand their impact on climate change and
weather system (Bach, 1976; Twomey, 1991; Kaufman et al., 2002; Mattis et al., 2004).
The remote sensing technique is used to have profile measurement of atmospheric
variables such as aerosol, cloud and trace gases. The optical remote sensing instru-25

ments like light detection and ranging (lidar), which is based on the principle of laser
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spectroscopy has been proven to have a great potential to probe the earth’s atmo-
sphere due to their sensitivity, selectivity and range resolved data of meteorological
variables and atmospheric constituents (Fredriksson et al., 1981; Muruyama et al.,
2001; Ansmann et al., 2003). The lidar system provides real-time monitoring of vari-
ous atmospheric variables (such as aerosol, cloud, temperature, water vapor, optical5

depth of particulate matter, etc.) and meteorological processes (boundary layer growth,
aerosol and cloud layering, etc.).

In the last 15 years, we have set up indigenously developed lidar system at the Na-
tional Central University (NCU), Chung-Li (25◦ N, 121◦ E), Taiwan to understand the
vertical distribution of aerosol (Chiang et al., 2004, 2007, 2008a, 2008b, 2012), cloud10

(Nee et al., 1998; Chen et al., 2002; Das et al., 2009) and other meteorological vari-
ables such as temperature (Nee et al., 1995; Chen et al., 2004) and water vapour
(Chiang et al., 2009). The NCU lidar system is fixed at the ground and can be operated
in the nighttime only, which limit the investigation of spatial distribution and the diur-
nal cycle (associated with orography and atmospheric conditions) of the atmospheric15

variables.
To understand the variability of aerosol, cloud, and trace gases on different scales,

both spatially and temporally, the lidar techniques are now advancing a state of art with
the development of powerful computer-controlled instruments. In view of the impor-
tance of aerosol and cloud measurement, the 3-D scanning lidar is most appropriate20

and foremost to do routine observation automatically (Mayor and Spuler, 2004; Rad-
lach et al., 2008; Behrendt et al., 2009, 2011). In this context, we have indigenously
developed mobile and portable 3-D scanning lidar system to investigate the aerosol and
trace gas properties in the lower troposphere, which is capable of day and night time
operation. Therefore, the limiting factor for continuous data collection is bad weather25

or logistic problem. The scanning measurement technique will help to understand the
chemical and physical processes of the atmospheric pollutants caused by the plane-
tary boundary layer (PBL) dynamics/evolution, where the conventional point-sampling
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instruments are insufficient. Our 3-D scanning lidar is mobile and portable and have
many added advantage over the conventional lidar system.

The aim of this paper is to report the design of a newly developed 3-D scanning
lidar. The operating features and data analysis techniques are also discussed. Some
of the preliminary results and the potential application of the scanning lidar are also5

presented. The paper is presented as follows: the system description and capabilities
are discussed in Sect. 2. The methodology and analysis technique are described in
Sect. 3. Some of the initial results of the measurement are presented in Sect. 4. Finally,
a summary in Sect. 5 will concludes the paper.

2 System description and capabilities10

Figure 1a shows the photographic image and the prototype model (shown in Fig. 1b) of
the scanning lidar. The system includes the laser as a transmitter, Schmidt–Cassegrain
telescope as a receiver, photomultiplier tube as a detector and real-time data acquisi-
tion and signal processing unit. The laser, telescope and scanner are mounted on
a vibration-isolated platform (to protect the laser and optical instrument against bumps15

in mobile application) in an aluminum framework to have a good structural stability. The
power supply required for the operation of lidar is meet either from commercial mains or
Honda diesel power generator (rating 220 VAC±10 %, 50Hz±10%). Technical speci-
fications of the lidar system are given in Table 1.

A Nd:YAG (Neodymium : yttrium-Aluminum-Garnet) pulsed solid state laser is used20

as a laser source. The laser pulse width is ∼ 10 ns and repetition rate is 10 Hz. The laser
operation is based on the second, third and fourth harmonic frequency generation at
532, 355 and 256 nm respectively. The transmitted energy is about 500, 330, 200 and
90 mJ at 1064, 532, 355 and 266 nm respectively. The divergence of the laser beam is
about 0.5 mrad. The laser is mounted on an optical bench having the facility of height25

adjustment. Seven reflection mirror (shown as 1 to 7 in Fig. 1b), which is a thick hard
coated flat type, are mounted at 45◦ with respect to the lidar system surface to direct the
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laser beam into the atmosphere. The mirrors have the provision of precise adjustment
of azimuth and tilting of the laser beam. In case of breakdown of the laser transmitter,
a safety interlock is provided to shut down the laser unit.

The atmospheric species are sensitive to different wavelengths. Therefore, multi-
wavelength laser must be in practice for the measurement of different atmospheric5

species. To achieve multi-wavelength, the Nd: laser is allowed to pass through various
Raman active gas enclosed in a cell. The cell is known as Raman cell and the method
is known as Raman cell technique. We have indigenously designed and developed
a Raman cell (single pass) of 1.5 m long and 2 cm diameter. Two lenses (L1 and L2)
are used in the Raman cell. L1 is used at the head of the Raman cell to control the10

confocal parameter of the pump laser beam. L2 is configured at the end of the cell to
collimate the output beam from the Raman cell. The focal length of the input and output
cell lenses is about 75 cm. Two similar configurations of Raman cells are used. One cell
is filled with H2 at 5 atm and pumped with fourth harmonic (266 nm) of a Nd:YAG laser
generating a wavelength of about 298 nm. The partial pressure of gas in the Raman cell15

is variable and must be chosen for their better conversion efficiency. The second cell
is filled with CH4 at 20 atm and pumped with fourth and third harmonic (266/355 nm)
of a Nd:YAG laser generating a wavelength of about 289 and 395 nm respectively. The
transmitted Raman wavelength energy is about 15–30 mJ at 298, 289 and 395 nm. The
fast switching of Raman cell is employed with the piezoelectric drivers. This allows the20

availability of multi-wavelength lidar for simultaneous measurements of several spectral
overlapping atmospheric species. Therefore, the developed lidar system can be also
used as a differential absorption lidar (DIAL).

A Schmidt–Cassegrain telescope (Celestron-G8) is used as the optical receiver with
a focal length of f/10. The receiver telescope is capable to scan in azimuth (from 0 to25

360◦) and the zenith (from 0 to 180◦) direction through servo motor i and ii respectively
(Fig. 1b) with a minimum precision of 0.038◦. At the rear end of the telescope there is
a collimating lens (Fig. 1b), which focuses the entire field of view (FOV) of the telescope
on to the photomultiplier tube (PMT, which is used as a detector) head. The background

169

http://www.geosci-instrum-method-data-syst-discuss.net
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-print.pdf
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-discussion.html
http://creativecommons.org/licenses/by/3.0/


GID
4, 165–190, 2014

A new mobile and
portable scanning
lidar for profiling

lower troposphere

C.-W. Chiang et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

D
iscussion

P
aper

|
D

iscussion
P

aper
|

D
iscussion

P
aper

|
D

iscussion
P

aper
|

noise level is suppressed by using the narrow band interference filter. Behind the col-
limating lens, a rotating interference filter wheel (Fig. 1b) is used. The rotating wheel
has 6 filters, which enables the different wavelength selection. The signals from the
PMT are fed directly on to a multi-channel transient recorder (Licel TR20-160). The
Licel recorder combines A/D converter (12 Bit at 20 MHz) with 250 MHz fast photon5

counting system in the acquisition, which allows a high dynamic range louder signal.
The spatial and temporal resolution of the data acquisition in Licel recorder is 7.5 m
and 1 min respectively.

In scanning lidar system to maintain the parallel optical axes between telescope and
laser beam and make the alignment easier in the process of scanning is still a major10

concern. The coaxial mode lidar is used to maintain the parallel optical axes between
telescope FOV and laser beam, which makes the alignment easier in the process
of scanning. However, in most of the scanning lidar where it has coaxial mode, the
backscattered light will be transmitted along the light path. This approach will gener-
ate strong background noise in the detector (i.e., PMT) and will limit the detection of15

backscattered signals. During continuous long run lidar operation, the coaxial mode
scanning can damage the detector. Moreover, the complex procedure to guide the
emitted laser beam is also inconvenient (Eichinger et al., 1999; McGill et al., 2002).

We have also designed the scanning lidar as a coaxial mode to reduce the over-
lapping height (∼ 260 m) between transmitter and receiver. However, we have used20

separate path for laser transmission. The laser source is kept fixed, but the beam of
laser light (path is indicated by the red line) is made to scan by using seven reflecting
mirrors as shown in Fig. 1. All the reflecting mirrors used for the beam steering are
numbered from 1 to 7. The laser beam can be steered in both azimuth and zenith di-
rection by rotating the suitable reflecting mirror. This technique helps to avoid the laser25

transmitter being gotten damage while scanning. In earlier lidar system, the laser trans-
mitter and telescope rotate together while scanning (Sasano, 1985). This approach can
easily damage the laser transmitter, or require frequent calibration for the long-term op-
eration.
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All the hardware sections of the lidar system are controlled automatically via com-
puter in the Microsoft window platform. The laser is auto-control with computer via
RS232 serial port. The Licel recorder is connected to a computer via a network with
TCP/IP protocol. The servo motors are connected with computer via GPIB card. The
auto-controlled software of lidar has a user friendly graphical interface that makes the5

system operation easier.

3 Methodology and data analysis

3.1 Lidar equation

The optical power measured with a lidar is proportional to signal backscattered by the
atmospheric particles and molecules. The detected lidar signal can be expressed as10

PM(z) = PL ·
O(z) ·AT

z2
·βatm(z) ·e

−2
z∫
0
α(z′)dz′

(1)

where, PM and PL are the power received from distance z and laser output energy,
respectively; O(z) is the overlap function; AT is a constant which accounts for system
optical efficiency, the telescope receiver area, and the PMT spectral efficiency; βatm(z)15

and α(z) are the backscatter and extinction coefficient of atmosphere respectively. The
integral is to be taken in between heights 0 and z to derive the atmospheric transmis-
sion. The backscattering and extinction coefficients, βatm(z) and α(z) are contributed
both from aerosols and air molecules as shown below:

βatm(z) = βa (z)+βr(z) (2)20

α(z) = αa(z)+αr(z) (3)

where the subscripts r and a represent the air molecules and aerosols respectively.

171

http://www.geosci-instrum-method-data-syst-discuss.net
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-print.pdf
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-discussion.html
http://creativecommons.org/licenses/by/3.0/


GID
4, 165–190, 2014

A new mobile and
portable scanning
lidar for profiling

lower troposphere

C.-W. Chiang et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

D
iscussion

P
aper

|
D

iscussion
P

aper
|

D
iscussion

P
aper

|
D

iscussion
P

aper
|

3.2 DIAL technique

The Differential absorption lidar (DIAL) technique is based on the signal at two different
wavelengths viz., λON and λOFF corresponding to large and small absorption by the tar-
get species, respectively. The DIAL equation for the species concentration estimation
is expressed as5

N(z) =
1

2∆σ

{
d
dz

[
− ln

P (λON,z)

P (λOFF,z)

]
+EP

}
(4)

where, P (λON,z) and P (λOFF,z) are the return signals from range z at λON and λOFF
respectively. ∆σ = σ(λON)−σ(λOFF) is the differential absorption cross section of the
measured target species at temperature t; EP is the correction term for the contribution10

of differential backscatter and extinction by the aerosols and molecules. Detail method-
ology of DIAL technique for the atmospheric trace gas measurement can be found in
Gimmestad (2005 and references therein). We have used λON and λOFF as 289 and
298 nm, respectively for the sulfur dioxide (SO2) measurement.

3.3 Errors and uncertainties15

The sources of errors and uncertainties associated with the measurements of the
aerosol backscattering coefficient (βa (z)) are the noise from the signal, uncertainty
in the molecular backscattering coefficient (βr(z)), consideration of initial value for ref-
erence distance and lidar ratio, etc. The signal-to-noise ratio of our lidar system can
lead to an uncertainty in βa (z) not exceeding 0.5 %. The βr(z), which is calculated20

using the temperature and density of air derived from the radiosonde data have an un-
certainty within 0.5 % based on Pratt (1985). An uncertainty in the calculation of lidar
ratio is within 30 % and the extinction coefficient is estimated with an error of less than
30 % (Chiang et al., 2008a and references therein).

To evaluate the SO2 measurement errors, the systematic errors from aerosols and25

other gaseous constituents of the atmosphere, beam misalignment, and statistical
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errors etc., must be considered. The error analysis can be referred to previous liter-
atures (Schotland, 1974; Vandaele et al., 1994; Fukuchi et al., 1999). In this work,
an inaccuracy of less than 30 % were found by comparing the concentration of SO2
recorded between Continuous Emission Monitoring Systems and DIAL technique.

4 Initial results and discussion5

4.1 Determination of overlapping function with a scanning lidar

the overlapping function of lidar defines the efficiency with which the laser beam is cou-
pled with the receiver FOV as a function of height (Povey et al., 2012 and references
therein). Accurate estimation of overlapping function describes the accuracy with which
lidar can be used to study PBL, where the aerosol distribution is inhomogeneous. In10

a coaxial lidar system, the backscattered signal at short distances is partly blocked by
the secondary mirror of the Schmidt–Cassegrain telescope, and thus indicating that the
overlap will depend on the spatial intensity distribution of the beam. Therefore, the hor-
izontal operation of lidar can be used to derive overlap function. The correction is done
as: βatm and α (refer Eq. 1) are assumed to be constant for the horizontal atmospheric15

path. When there is a complete overlapping between transmitter and receiver FOV, the
overlap can be canceled and the correction function O(z) becomes 1. By taking the
natural logarithm on the both sides of Eq. (1):

ln(PM(z) · z2) = ln(PL ·AT ·βatm)−2α · z (5)
20

Because the horizontal atmosphere is assumed to be a homogeneous, the term
(PL ·AT ·βatm) becomes constant. The Eq. (5) describes the expected linear depen-
dence form of the Beer–Lambert relationship, with −2α is slope and ln(PL ·AT ·βatm) is
intercepted coefficients. These linear coefficients are determined by fitting a straight-
line to ln(PM(z) · z2) over some interval beyond z as shown in Fig. 2. From a linear fit25

coefficients, the expected signal ln(PM(z) ·z2) for a homogeneous path z <z0 (∼ 260 m)
173
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can be calculated. O(z) is then determined by normalizing the measured horizontal
signal Sh(z) by expected signal Se(z),

O(z) = Sh(z)/Se(z). (6)

Figure 2b shows the resultant overlap function obtained from the linear fit as shown5

in Fig. 2a. This result can be used to correct the overlapping functions for scanning
lidar observation at short distances. The above technique can be applied to reduce the
systematic error in the DIAL system where the overlapping height with telescope FOV
is different for two different wavelengths.

4.2 Comparison of extinction coefficient derived from a scanning lidar with10

particulate matter

The total mass of aerosols per unit volume is termed as a particulate matter (PM).
The surface pollution indicated by the PM2.5/PM10 (particulate matter with size smaller
than 2/10 µm) data are obtained from the Taiwan Environmental Protection Adminis-
tration (EPA). The EPA monitoring station is about 5 km apart from the lidar site. The15

PM2.5/PM10 data are routinely measured by a Tapered Element Oscillating Microbal-
ance PM monitor (TEOM model 1400a, R&P, Albany, NY, USA). Data is collected con-
secutively on hourly average for the purpose of legislating, controlling and preventing
air pollution.

Figure 3 shows the comparison between the aerosol extinction coefficient derived20

with lidar at 532 nm and the aerosol mass concentration (in terms of PM2.5 and PM10).
The extinction coefficient of aerosols derived from the lidar is shown for every 1 min,
while PM2.5/PM10 is the hourly average data. It is observed that the aerosol extinction
coefficient shows good consistency with PM value. The correlation coefficients between
the aerosol extinction coefficient and PM2.5 concentration, between aerosol extinction25

coefficient and PM10 concentration are respectively 0.73 and 0.85. The better corre-
lation between the aerosol extinction coefficient and PM10 concentration may be due
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to the humidity in our location, which plays a crucial role in the growth of hygroscopic
aerosols (Chiang et al., 2008b).

4.3 Observation of land-sea breeze using a scanning lidar

The scanning lidar data measured on 26 November 2009 at 02:40 LT (LT=GMT+08 h)
through a vertical scan with a 1◦ angular resolution is shown in Fig. 4. The data are5

averaged for every 10 min time interval. The figure shows the 2-D lidar backscattered
signal intensity representing cross sections of pollutant concentration in the vertical
plane. The scanning profiles clearly characterize the well-defined boundary layer. The
depth of the boundary layer is about 500 m, which is consistent with the mean height
of PBL (∼ 580 m) observed over Chung-Li (Chiang et al., 2008b). The aerosol particles10

were bounded and rather uniformly mixed within the boundary layer.
To investigate the land-sea breeze, the scanning lidar is directed towards the sea,

which is about 6.8 km from the lidar site. Analysis reveals that the study station is af-
fected by the land and sea breezes by observing the movement of aerosol structures.
Figure 5 shows the time series contour map of land breeze (top panel) and sea breeze15

(bottom panel). The results are averaged for every 30 min. During the night, it is ob-
served that the backscattered signal relatively increases as the night progresses (refer
Fig. 5 top panel). This could be possibly due to the increase in aerosol concentra-
tions, humidity, descending boundary layer or land breeze onset with the passage of
time. When the land breeze increases, the turbulence will also increase. In addition,20

more humid air will blow from the sea towards the land and will get mixed with aerosol,
causing the aerosol hygroscopic growth. The aerosol hygroscopicity factor causes the
strong backscattered signal due to their large cross-section area.

In the morning (refer Fig. 5, bottom panel), there is a dense layer near the surface,
which is formed by residual layer at night. This layer is lifted up slowly followed with the25

sunrise and become loose. This phenomenon is referred as convection.
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4.4 Air Pollution measurement (SO2)

Figure 6 shows the photograph of the observation site. The inserted box in the figure
shows the horizontal observations as a function of range for two different wavelengths
used for SO2 measurement. It can be seen that the differential absorption occurred
away from the lidar site, more than 1 km. We refer the different absorption is mainly5

caused by the human activities since our observing site is located in the outskirts and
departed from the bustling city about 2 km. A comparison of SO2 concentration simul-
taneously collected on 29 July 2010 between in situ instruments CEMS (Continuous
Emission Monitoring Systems) and DIAL measurement is shown in Fig. 7. The lidar
is kept fixed at 5◦ elevation and pointed towards the in situ site. Most of the discrep-10

ancies in SO2 concentration derived from the lidar and CEMS measurements are due
to different properties of instruments or dynamics or may be due to ventilation of the
atmosphere; however, the both measurements show a similar tendency.

4.5 Application of scanning lidar in monitoring industrial pollutant

Environmental pollution is one of the major concerns in the modern era, especially in15

the urban and sub-urban areas. Thus, it is of prime importance to monitor the mass
concentration of pollutant, their sources and their spatial and temporal variation. The
3-D scanning lidar is very useful in order to characterize the plumes or a fugitive emis-
sion from the industrial areas and their sources. This could provide information about
the areas which can be affected from these particle concentrations. Figure 8 shows20

a typical example of backscattered signal intensity measured using scanning lidar over
the industrial areas, at Guanyin in Taoyuan County. The pollutant regions are shown
on the topographic map (taken from the Google Map) of the industrial areas. The result
of a horizontal scan can display 3-D images of the pollutant covering various emit-
ted sources and concentrations within the targeted scan field. This type of scanned25

figure can be useful in tracking the source and measuring the diffusion range of pollu-
tants within the specified region. This is a useful technique to help the Environmental
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Protection Administration (EPA) agency to protect people’s health and abate the air
pollution as quickly as possible.

5 Summary

We have designed and developed a 3-D scanning lidar for the multi-wavelength mea-
surements of aerosol and trace gas, which will be useful in understanding the temporal5

and spatial variability. The lidar system is designed with small size, light weight, and
suitable for installation in various vehicles. It would help to improve the traditional tech-
niques for atmospheric pollutant observations.

The continuous operation of scanning lidar will gather data, which is useful to ex-
amine the pollution episode. Such data will also be valuable for understanding the10

characteristics of pollutant transportation, where the conventional point-sampling in-
struments have limitation. The scanning lidar gives a new tool to study e.g., formation
of the land-sea breeze circulation and variation of PBL by observing the movement of
aerosol structures.

The set-up of automatic scanning lidar-network will be helpful in the real-time obser-15

vation of air pollution over the urban and industrial zones. Such network data will help
the EPA to protect the people’s health and abate the air pollution as quickly as possible.
This could also couple to future policy directives in air pollution abatement strategy.
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Table 1. Technical specifications of scanning lidar.

Transmitter

Laser Nd:YAG Laser
Wavelength (nm) 266/355/532 nm
Pulse energy (mJ) 95/160/387 mJ
Repetition rate (Hz) 20 Hz
Beam divergence 0.5 mrad
Pulse duration 10 ns
Raman Cell length 1.5 m

Raman Output wavelength

H2 (5 atm) at 266 nm 298 nm
CH4 (20 atm) at 266/355 nm 289/395 nm

Reciever

Telescope type Schmidt–Cassegrain (Diameter 20 cm)
Detector Head-on PMT, Hamamatsu R7400
Filters 0.2–3 nm FWHM

Scanner

Scan type Azimuth-elevation
Scan rate 600–0.25 deg/min

Signal processor

Type Digital processing
Sample rate 250 MHz
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  505 

                        506 

 507 

Figure 1. (a) Pictorial image and (b) prototype model of the 3-D scanning lidar system. 508 

In figure (b), the arrows i and ii show the zenith and azimuth scanning direction. Red 509 

line shows the path of the transmitting laser beam. The numbers 1 to 6 shows the 510 

position of reflection mirror. The receiver section is shown in the enlarged box in 511 

Fig. 1. (a) Pictorial image and (b) prototype model of the 3-D scanning lidar system. In figure
(b), the arrows i and ii show the zenith and azimuth scanning direction. Red line shows the path
of the transmitting laser beam. The numbers 1 to 6 shows the position of reflection mirror. The
receiver section is shown in the enlarged box in green.
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 515 

Figure 2. Overlap function determination by keeping scanning lidar fixed in 516 

horizontal direction. Figure (a) shows a linear fit ( ,03.1*10*43.2 4   xy  shown 517 

as a solid red line) applied to the horizontal data ln(Pm*z2) to determine the expected 518 

signal response for the range below overlap height (~260 m). Figure (b) shows the 519 

resultant overlap function obtained from horizontal data ln(Pm*z2) divided by 520 

expected signal. 521 

522 

Fig. 2. Overlap function determination by keeping scanning lidar fixed in horizontal direction.
Figure (a) shows a linear fit (y = −2.43 ·10−4 ·x+1.03, shown as a solid red line) applied to the
horizontal data ln(Pm*z2) to determine the expected signal response for the range below over-
lap height (∼ 260 m). Figure (b) shows the resultant overlap function obtained from horizontal
data ln(Pm*z2) divided by expected signal.

184

http://www.geosci-instrum-method-data-syst-discuss.net
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-print.pdf
http://www.geosci-instrum-method-data-syst-discuss.net/4/165/2014/gid-4-165-2014-discussion.html
http://creativecommons.org/licenses/by/3.0/


GID
4, 165–190, 2014

A new mobile and
portable scanning
lidar for profiling

lower troposphere

C.-W. Chiang et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

D
iscussion

P
aper

|
D

iscussion
P

aper
|

D
iscussion

P
aper

|
D

iscussion
P

aper
|

 34 

 523 

 524 

Figure 3. Comparison of (a) PM2.5 and (b) PM10 concentration with the aerosol 525 

extinction coefficient derived from the scanning lidar. The PM data are hourly average; 526 

while the lidar data are shown for every 1 min. Error bars indicate the standard 527 

deviation of aerosol extinction coefficient. 528 

 529 

530 

Fig. 3. Comparison of (a) PM2.5 and (b) PM10 concentration with the aerosol extinction coeffi-
cient derived from the scanning lidar. The PM data are hourly average; while the lidar data are
shown for every 1 min. Error bars indicate the standard deviation of aerosol extinction coeffi-
cient.
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 532 

Figure 4. Lidar range height indicator (RHI) scans of lower troposphere on 533 

November 26, 2009. 534 

 535 

536 

Fig. 4. Lidar range height indicator (RHI) scans of lower troposphere on 26 November 2009.
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  538 

Figure 5. Lidar vertical cross-section of land (top) and sea (bottom) breeze cases. 539 

 540 

 541 

542 

Fig. 5. Lidar vertical cross-section of land (top) and sea (bottom) breeze cases.
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 543 

Figure 6. DIAL measurement of SO2 at observation station on June 7, 2010. 544 

 545 

546 

Fig. 6. DIAL measurement of SO2 at observation station on 7 June 2010.
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 547 

 548 

Figure 7. Comparison of SO2 concentration simultaneously measured from the DIAL 549 

and in-situ instruments (CEMS) on July 29, 2010. Error bars indicate the statistical 550 

SO2 concentration uncertainty derived from the DIAL measurement. 551 

 552 

 553 

Fig. 7. Comparison of SO2 concentration simultaneously measured from the DIAL and in-situ
instruments (CEMS) on 29 July 2010. Error bars indicate the statistical SO2 concentration
uncertainty derived from the DIAL measurement.
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 554 

Figure 8. A sector scan of lidar overlapped on the topographical map (courtesy: 555 

Google Map). 556 

 557 

Fig. 8. A sector scan of lidar overlapped on the topographical map (courtesy: Google Map).
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